


Pipeline Restrictions
Basepump must be “teed-in”
before any devices that restrict
water flow. Examples of such
devices are: stop & waste valves,
Pressure Regulator Valves (PRV),
water conditioners, filters, etc. (see
sketch). Water meter must be
minimum 3⁄4" standard. 

Household Water Pressure
40 PSI minimum; 100 PSI
maximum pressure at the
Basepump Ejector. Compensate
for pressure loss from test point
to Basepump and avoid excessive
piping from “tee-in“ location.

Household Water Flow
In order to install Basepump, 
you must be able to fill a 5
gallon bucket with water from a
hose spigot within the following
times for each model:

RB750: 40 seconds
HB1000: 30 seconds
CB1500: 20 seconds

Using the Selection Chart and Water Supply Checklist shown above, select the Basepump model 

Basepump Selection Pumping Rates (GPH) Pipe Water Flow Requirements
Model Uses 40 psi 50 psi 75 psi 100 psi Size Gallons per minute (GPM)
RB750 Homes with normal 750 800 850 900 1⁄2" or 3⁄4" 7 - GPM

Residential volumes of sump water

HB1000 Homes & Buildings with 
High Performance normal volumes of 1,000 1,100 1,300 1,400 3⁄4" 10 - GPM

sump water

CB1500 Homes & Buildings with 1,500 1,600 1,800 2,000 3⁄4"or 1" 15 - GPM
Commercial large volumes of sump water

Basepump Water Supply Checklist

Quality & performance. Ask for it by name.

Pre-Installation 4 Point
Checklist
Before installing, use these check boxes 
to verify each item below. Improper
installation will result in reduced pumping
capacity or pump may not operate at all.

Type of Piping
Basepump requires installation
with full flow copper pipe 
or it’s equivalent (PVC, CPVC, PEX,
etc. are okay if approved in your
area). Do not connect to or install
using galvanized iron pipe. 
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ALL BASEPUMP MODELS REMOVE 2 GALLONS OF SUMP WATER FOR EVERY 1 GALLON OF CITY WATER USED.
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OUTDOOR DISCHARGE
Discharge water is piped outdoors

INDOOR DISCHARGE
Discharge water is piped indoors

The Basepump with the standard outdoor
discharge is mounted to the side of a
ceiling joist and piped to the outside. This
outdoor configuration provides the
maximum protection because your piping
is independent from the main sump
pump.

The Basepump with the indoor discharge is
used when piping. A seperate discharge is not
possible. The [-SDK] kit allows for the safe
installation into the main sump pump pipe.

Order Model:
RB750    • HB1000    • CB1500

Order Model:
RB750-SDK   • HB1000-SDK   • CB1500-SDK

ATMOSPHERIC
VACUUM BREAKER
Integral backflow preventer

The Basepump with a built-in approved,
industry recognized atmospheric vacuum
breaker prevents cross contamination of the
potable water supply. For complete
specifications on the Basepump with [-AVB]
refer to data sheet # BASE/AVB-0508.

Order Model:
RB750-AVB   • HB1000-AVB   • CB1500-AVB

Basepump Selection 
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that best fits your application.




